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******   IMPORTANT FOR USE AS A POOL BARRIER ******  

Outdoor swimming pools shall be provided with a barrier complying with Florida Building Code 
Section 454.2.17. 

Access gates shall be equipped with a self-closing self-latching locking device located no less 
than 54 inches from the bottom of the gate. The device release mechanism shall be located on the 
pool side of the gate and so placed that it cannot be reached by a young child over the top or through 
any opening or gap. Gates that provide access to the swimming pool must open outward away from 
the pool.  

The top of the barrier shall be at least 48 inches above grade measured on the side of the 
barrier which faces away from the swimming pool.  

The maximum vertical clearance between grade and the bottom of the barrier shall be 2 inches 
measured on the side of the barrier which faces away from the swimming pool.  

    
 

Standard Wood Fence 
 

 
 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

Post: 4 x 4 No 2 So. Pine PT  
Spaced as follows: 

Fence height 
above grade 

Post 
Spacing 

6’ - 0” 4’- 0” o.c. 

5’ - 0” 5’- 0” o.c. 

4’ - 0” 6’- 0” o.c. 
 

2 x 4 No. 3 So. Pine PT Wood Rails Attached to 

the Post with 4- 10d. nails (min.) 
 

Wood Pickets 5/8” min thickness Attached to 
each rail with 2- 16ga. Staples 1-3/4” long 
 

24” depth (typical) 
 

10”diameter concrete 
filled hole (typical) 

1’-0” 

1’-0” 

2’-0” 

2’-0” 

  Address:               

  Fence Height:           FT  Fence Length:            FT 

 

                                                              Building Department 
       1700 Convention Center Drive, 2nd FL                                                                                                                                                                                     

Miami Beach, Florida 33139                                                                                    
Telephone: 305-673-7610                                                                                                                                

http://www.miamibeachfl.gov/city-hall/building/                                                                                                                                    

FINISHED SIDE OF WOOD FENCE 
MUST FACE OUTWARD TOWARD 
NEIGHBORING PROPERTY OR STREET   
 

WOOD PICKETS ⁵/₈” MIN THICKNESS 
ATTACHED TO EACH RAIL WITH        
TWO 16 Ga. STAPLES 1- ¾" 

https://codes.iccsafe.org/public/document/FBC2017/chapter-4-special-detailed-requirements-based-on-use-and-occupancy
https://codes.iccsafe.org/public/document/FBC2017/chapter-23-wood
http://www.miamibeachfl.gov/city-hall/building/
builcynj
Snapshot


